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MEASUREMENT WHEN INSTALLED IN A RECESS

Recess width (Sw)

= mosquito net width (S)
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To determine the width of the mosquito net (S), 
please measure the width of the recess (Sw) in three 
places and choose the smallest value.

We recommend subtracting at least 0.5 cm from this 
smallest value to allow for installation clearance.

The width of the recess minus the installation 
clearance is the width of the mosquito net.

To determine the mosquito net height (W), please 
measure the recess height (Ww) in three places 
and choose the smallest value.

We recommend subtracting at least 0.5 cm from 
this smallest value for assembly clearance.

The recess height minus the assembly clearance is 
the mosquito net height.
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NOTE: Proper installation requires ensuring the vertical and horizontal alignment of the mosquito net frame pro�les. Inform the customer that the bottom rail 
will protrude 1 centimeter (low threshold pro�le) or 4 centimeters (standard threshold pro�le) above the �oor/window sill level after installation, depending 
on the selected threshold pro�le.
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MEASUREMENT WHEN MOUNTING TO THE WALL ABOVE THE RECESS

Recess width with pro�les
and mosquito net pack

= mosquito net width (S)
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To determine the width of the mosquito net (S), please measure the 
width of the recess (Sw), add 8 cm on the side with the mesh plus an 
allowance for the package with mesh in wider mosquito nets and 
4 cm on the side without the mesh plus a possible allowance for 
moving the mounting point away from the edge of the recess (note 
for the handle of the movable pro�le - with an allowance of more 
than 4 cm - it becomes unavailable).
An allowance of e.g. 1 cm can be used  to prevent the fastening from falling out 
when insulating the wall. If the allowance is not necessary, you can waive it.
Example: S = W + 8 cm + mesh allowance + 4 cm (+ 1 cm)

To determine the height of the mosquito net (W), please 
measure the height of the recess (Ww) and add the width of 
the upper pro�le of 4 cm + any allowance for moving the 
mounting point away from the edge of the recess

An allowance of e.g. 1 cm can be used  to prevent the fastening from 
falling out when insulating the wall. If the allowance is not necessary, 
you can waive it.
Example: W = Ww + 4 cm (+ 1 cm)
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NOTE: Proper installation requires ensuring the vertical and horizontal alignment of the mosquito net frame pro�les. Inform the customer that the bottom rail 
will protrude 1 centimeter (low threshold pro�le) or 4 centimeters (standard threshold pro�le) above the �oor/window sill level after installation, depending 
on the selected threshold pro�le.


